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DREIKANTLEISTE

Application:

The chamfer strips are for breaking concrete edges.

Installation:

The DREIKANTLEISTE are nailed directly (or with the nail flange) onto the desired edge of the formwork or

formwork panel.

Material:

e Polyvinylchloride (PVC)

e Polyethylene (PE) - ONLY the items DFVxxPE

e Freeof CFC, HFC

e Freeof PVC - ONLY the items DFVxxPE
e Without substances of very high concern according to the candidate list of ECHA (REACH Regulation)

Order information - DREIKANTLEISTE, without nail strip:

Item- a b Length m/ m/
No. mm mm m Bundle Palett
*D06 06 9 2,5 100 5.000
D10 10 15 2,5 100 10.000
D15 15 21 2,5 100 10.000
D20 20 28 2,5 100 10.000
D25 25 35 2,5 100 4,900
D30 30 41 2,5 100 4.900

*full, no nailing hole
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Order information - DREIKANTLEISTE, with nail strip hollow:

Item- a b C Length m/ m/

No. mm mm mm m Bundle Palett
DFH10 10 15 24 2,5 100 10.000
DFH15 15 21 31 2,5 100 9.900
DFH20 20 28 36 2,5 100 4.900
DFH25 25 35 45 2,5 50 2.450
DFH30 30 41 53 2,5 50 1.800
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INFORMATION:

The information given is the best that Nevoga reserched and prepared at this time.

The instruction sheets are recommendations. Correct use is the responsibility of the user.
Nevoga does not guarantee the accuracy and completeness of the information.

All rights for changes, mistakes, sentence and printing erros reserved.

Reprint only with written permission of Nevoga.
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DREIKANTLEISTE

Order information - DREIKANTLEISTE, with nail strip full:

Item- a b C Length m/ m/
No. mm mm mm m Bundle Palett
DFVO7 7 10 20 2,5 100 10.000
DFV10 10 15 25 2,5 100 10.000
DFV15 15 21 30 2,5 100 5.000

VAR

Order information - DREIKANTLEISTE, with nail strip full, HDPE:

Item- a b C Length m/ m/
No. mm mm mm m Bundle Palett
DFV10PE 10 15 25 2,5 200 9.000
DFV15PE 15 21 30 2,5 120 5.400

* Especially suitable for use with compressed air gun.
* Even at low temperatures high impact strength
*As a result of the material polyethylene (PE) flexible and bendable, therefore also suitable for the use at a radius.
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Tolerance +/- 1,5mm

Length tolerance +10mm, -20mm
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Nevoga does not guarantee the accuracy and completeness of the information.

All rights for changes, mistakes, sentence and printing erros reserved.

Reprint only with written permission of Nevoga.
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